BRIDGESTONE R156 ECOPIA

Long Haul | Steer & Drive

» Steer tyre for use in long haul and
longer regional conditions.

* Excellent steering and rib punch
wear resistance.

ECOPIiIa

FEATURES

e Optimum rib distribution to minimize irregular wear
o Fuel efficient

e Longer tread life

SPECIFICATIONS
LOAD INDEX &

TYRE SIZE SPEED SYMEOL PLY TYPE
275/70R22.5 148M : TLT
275/80R22.5 149M : TLT
295/80R22.5 152M : TLT

11R22.5 148L : TLT




BRIDGESTONER1S0

Long Haul | Steer & Drive

Premium deep tread steer tyre for
use in long haul and longer
regional applications.
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FEATURES

* Exceptional mileage
* Optimum tread design to minimize irregular wear
» Suitable for short to middle range operation

SPECIFICATIONS
LOAD INDEX &

TYRE SIZE SPEED SYMEOL PLY TYPE
295/80R22.5 152M 16 TLT
11R22.5 148L 16 TLT
12R22.5 1520 16 TLT

1000R20 146K 16 T/TT
1100R20 150K 16 TTT
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BRIDGESTONE R152

Long Haul | Steer

The R152 is designed primarily for steer
positions for on road highway use. Superior
performance, especially in terms of irregular
wear resistance and long tread life.

e Optimum tread design to minimize irregular wear

e Longer tread life

SPECIFICATIONS
LOAD INDEX &
TYRE SIZE SPEED SYMEOL PLY TYPE
315/80R22.5

154M 18 T/LT




BRIDGESTONE R294

Long Haul | All Position

Highway tyre designed for all-position to use on
regional and highway routes. It has 5 rib design good
base compound.

FEATURES

e OQutstanding resistance to irregular wear.
e Long original tread life.
e Excellent steering response.

SPECIFICATIONS
LOAD INDEX &

TYRE SIZE SPEED SYMEOL PLY TYPE
265/70R19.5 140M 14 TLT
215/75R17.5 126M : TLT
275/70R22.5 148M 16 TLT
275/80R22.5 148M : TLT




